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INFORMATION REPORT INFORMATION REPORT
CENTRAL INTELLIGENCE AGENCY

This 1 contains in affecting the National Defense of the United States within the meaning of the Espionage Laws, Title
18, U.8.C. Secs. 793 and 794, the transmission or revelation of which in any manner to 8n unauthorized person is prohibited by law.
(mQeNe P ~D~E-N-T-T-A~L
50X1-HUM
COUNTRY China REPORT
SUBJECT Chinese Communist Export Catalogs DATE DISTR. 1/7 October 1957
NO. PAGES 2 ' |

REQUIREMENT ’
NO. RD

REFERENCES

DATE OF
INFO.
PLACE & 50X1-HUM
DATE ACQ.
E. APPRAISAL OF CONTENT IS TENTATIVE.
"~ a. Ttems offered by the China National Instruments Import Corporation 50X1-HUM

(CNIIC):

0KZ-20 interdepartment dispatching telephone switchboard (folder,
in English) ’

¢-2l, C. B. and automatic desk type telephone sets (folder, in English)

Chinese typewriter, Wan Neng (5502/517h) brand (instruction booklet,
in Chinese, illustrated)

Portable Kelvin bridge, Type 101 (instruction manual, in English)

Photoelectric colorimeter, Model 93B (leaflet, in English)

Battery-operated radic receiver (leaflet, in English)

" Friendship" brand radio-phonograph combination, Model 722=551
(folders; in English)

Automatic record changer, Model "Sh" (folder, in English and Chinese)

Record player, Model cé-1 (leaflet, in English and Chinese)

Terrestrial globe (leaflet, in English and Chinese)

ZIN-E-TONE adjustable hearing aid (operation and maintenance inst-
ructions, folder, in English)

TLO-60 alarm receiving beard, radiation type (folder, in English)

b. TItems offered by the China National Transport Machinery Import
Corporation (CNTMIC): :

Rubber mixing mill (leaflet, in English and Chinese)

Tull circle tire retreading machine, Model TR (leaflet, in English)
Stud making machines (leaflet, in English)

Engraving instrument (leaflet; in English)

c. Chemicals offered by the China National Import and Export Corporation
(CNIEC), for which inquiries were to be addressed to CNIEC,Tientsin:
chromic acid, phosphoric acid; sodium sulfide, anhydrous sodium
sulfate; cerbolic acid (phenol), cresylic acid (three leaflets, in
Chinese and English).
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50X1-HUM
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. [(Note: Washington distribution indicated by ; Fie 50X1-HUM ]
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d. TItems offered by the China National Sundries Ixport Corporation (CNSEC) &

Gramophone, Model 102 (leaflet, in English)

"Electrician” fluorescent tubes (leaflet, in English)

"Wha Teh" (Hua Te, SL78/1795) electric bulbs (folder, in English)

Aurora fire extinguishers (folder, in English)

Diamond brand pliers (folder, in English)

Unique brand screw drivers (folder, in Pnglish)

Galvanized iron wire (folder, in Chinese and English).

Tron wire nails (folder, in Chinese and lnglish)

Countersunk head wood screws (folder, in Chinese and English)

Tron butts (folder, in English)

HERO brand spring hinges, single-action (leaflet, in English)

HERO brand spring hinges, double-action (leaflet, in English)

Iron hinges and tower bolts (folder, in Chinese and English)

Tron tower bolts (folder, in English)

Whippet door locks (folder, in English) e

Lion brand door pulls (leaflet, in Chinese and English)

"Yung Sun" (Yung Sheng, 3057/3932) brand bronze-plated inside door locks
(leaflet, in English)  50X1-HUM

Attachments, unclassified when detached from this report

Distribution of Attachments: ’ 50X1-HUM

‘ORR (loan, two weeks) _ 50X1-HUM
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i ) S : HEAD  OFFICE: o
: ; ‘ Er-Li-Kou, Hsi-Chigd, Peking, China. =’
Cable Address; “INSTRIMPORT™

N . . BRANCH “OFFICES;
) ’ SHANGHAL: 27 Chungshan Road (E.l)
Cable Address: "“INSTRIMP"
TIENTSIN: 171 Kien Shich Road. s
Cable Address: “INSTRIMP:
CANTON: | 25 Tai. Ping 'i{oad, -S. » - )
dress:  “INSTRIMP"
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PLIERN

Side Cutting Pliers

Duck Bill Pliers

Cable Pliers

Long Nose Pliers

Diagonal Cutting Pliers.

P anN

PAE

Please note the specifications etc. described on the back of this leaflet. Hg i E
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Particulars about Specification, Packing & Measurement | N e s |
| o

Art. No. Name ) Content Gx 0ss Measurements
per case |weight(kg.) of case

TAZ,/OOIC%“ Duck Bill Pliers 8 doz. 214" X 81" X8%"
| |
TA2/0017 | Side Cutting Pliersi X 8 doz. 19" X9 1" X 9"

TA2/0018 | Side Cutting Pliersb 8 doz. 19147X91%"x 11"

|
TA2/0019 ' Side Cutting Pliers! 8 doz. 221:"x101"x 11"

TA2/0022 . Cable Pliers ! | 8 doz. 19"X91"%x9”
TA2/0023 = Cable Pliers 1 i 8 doz. L 19%"XQu7X11”

TA2/0024 Cable Pliers | 8 do 247X 10%"X11"
Long Nose Pliers | | 8 doz. L 21147814 XBK"

Diagonal Cutting 8doz. | 21 B X815 X 81"

MODEL 102

: ‘;n'kk aoanh A =]
LT B g Wl
™DRIES EXPORT CORPORATION

Head Office: 32 (A} Chiu Tiao Huiung.
Cable Add S

(== - NN = < B /AR )
CHINA NATIONAL SUNDRIES EXPORT CORPORATION

Declassified in Part - Sanitized Copy Approved for Release 2013/02/01 : CIA-RDP81-01043R001300200002-9
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AN INSTRUMENT THAT PROVIDES A
LIVELY ENVIRONMENT AND GAIETY.

To all appearance gramophone is a nice and portable instrument. At times when
we are out on picnics, holidays, or after work, it is desirable to take it along with you
for playing some of the records after your fancy, which will give the pleasure of relaxation

and enjovment of your eultural lite

Chinese Gramophone No. 102 is made of high quality. They are equipped with
double spring motor, aluminum soundbox, brass armtone, sound-guarding board and
automatic brake, Al the external bright parts are chromed, shiny and dazzling 1 the
eve e case is surfaced by linoleum, capable ot plaving records of diameters ot 25 and
30 em., with a spaed of 78 revolutions per minute. 1t revoives perfectly well without any
distortion of sound.  Each winding can play continuously for 3 minutes. The entire case
easires 417 % 30 4 18 ¢m., and weighs 7.5 kgs. Gramophoie is packed in a corrugated

cardboard box and every two to six pieces packed in a wooden case

Chinese Gramophone No. 103 is the xume as No 102 with the exception of the

fallowing 3 items. it has no sound-guarding hoard. no antomatic brake and weighs 7 kgs

PACKING

Pieces Measurements of case Net Weight Gross \Weight
(em) (kg) (kg)

51 > 38 E 25

77 > 37

92 46

112 % 3 X 59

75 % 35 % 70

Catalogue will be supplied upon request

CHINA NATIONAL SUNDRIES EXPORT CORPORATION

i ice: 32 A Chiu Tia Hutang, East City, Veking, China
ead Office Cable Address:  “SUNDRY™ Peking

Shanchai Branch: 27 Ciung shaa Road B Shanyhai, China
s ANCHE 76 le Address: “SUNDRY™ Shanghai

o

Declassified in Part - Sanitized Copy Approved for Release 2013/02/01 : CIA-RDP81-01043R001300200002-9



Declassified in Part - Sanitized Copy Approved for Release 2013/02/01 : CIA-RDP81-01043R001300200002-9

PHOTO ELECTRIC COLORIMETER MODEL 93B

The Photo Electric Colorimeter Model 93B embodies
the most recent improvements in design for efficiency,
compactness and economy. This instrument is extremely
simple to use and is easily standardized by reading the
transmittancies of a number of solution of predetermined
concentrations prepared in accordance with a specific
chemical procedure. These readings, when plotted on a
semilogarithmic scale against the known concentration on
a linear scale, yield an analytical (calibration) curve or
standard against which the unknown solutions of that
technique may be compared.

This instrument is designed to work either from a
6 volt battery or direct from a 220-250 volt a. c. mains
supply through a constant voltage transformer. The light
passes through an absorption cell with an optical path of
10 mm., which holds the solution under test. Through
the selected filter the transmitted light reaches the photo-
cell, the output current of which is indicated on the
galvanometer.

The galvanometer is calibrated with a linear scale
0-100 underneath which is a logarithmic scale for calcu-
lation of optical density. A set of six filters is supplied.

[
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2-VALVE BATTERY OPERATBD”‘RA'DI-O»REGEIVER

Specifications :

1. Valves: 1S5 Regenerative Detector
3S4 Audio amp.

2. Frequency Range:
550-1600 Kec.

3. Battery Used :
“A” battery: 1.5V
“B” battery: operating on 45V, 67.5V
or 90V.
Features:
Economical in consumption of battery, High Sensi-
tivity, FEasy Tunning, Excellent Appearance and
Strong Volume.

These receivers are most useful for villages, suburbs or
other places where no electrical power supply is available.
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Z(1S5)A(3S4)Y & 1 % 2 sh & £ fL 8 & 4 i o

CHINA NATIONAL INSTRUMENTS INPORT CORPORATION
(IMPORTERS & EXPORTERS)
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RADIO-PHONOGRAPH COMBINATION “FRIENDSHIP” BRAND
MODEL 722-551

This radio-phonograph combination is of the most recent design.

The radio receiver.is a deluxe superheterodyne 7-tube, 3 wave band set.
It ts extremély selective and sensitive. The high fidelity crystal pickup
reproduces a fine true tune and has no frequency discrimination. - The
use of miniature tubes, iron core I. F. transformer, and R. F. coil
ensures its highest quality, double amplification and perfect perform-
énce. The speed.of the phono-motor is 78 rpm.. suitable' for playing

all standard records up to 12".

TUBES AND NUMBERS:- One-6BE6; Two-6BA6; One-6ALS; One-6AQ5;
One-1629 ( magic eye ); One-5Y3 GT/G; and Two-6.3V bulbs for dial

illumination.

WAVE BANDS:-

Short wave - 1 ( Red) 39.5-79.0 metres ( 7.6-3.8 M.C.)
Short wave - 2 ( White) 24.8-33.3 - (12.1-9.0 M.C.)
Medium wave ( Yellow) 188 - 545 " (1600 - 550 K. C.)
Phonograph

INTERMEDIATE FREQUENCY:- 465 K. C.

© SENSITIVITY:- 1. Medium wave not less than 200 microvolté. Short

wave not less than 300 microvolts. Pickup output
not less than 0.15 volts,
2. Wattage output: Minimum 1.5 watts.

Maximum 4 watts.

SPEAKER:- 6 watts, 200 mm. dia. P. M. speaker.
) Binding post is provided on back of receiver for extra speaker

of 4 ohms.

AUTOMATIC VOLUME CONTROL:- As output variation does not

exceed 8 d. b. to input variation of 26 d. b., an equal signal strength
on-all incoming stations can be obtained at the same volume level.
POWER SOURCE:- 110 /220 volts, AC, 50/60 cycles.

Provided with special voltage socket.

Power consumption-50 watts.
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CHINA NATIONAL INSTRUMENTS IMPORT CORPORATION
HEAD OFFICE:
Er-Li-Kou, Hsi Chiao, Peking, China.
Cable Address: “INSTRIMPORT”
BRANCH OFFICES:
SHANGHAI: 27 Chungshan Road (E.1).
Cable Address: “INSTRIMP”
TIENTSIN: 171 Kien Shieh Road.
Cable Address: “INSTRIMP”
CANTON: 25 Tai Ping Road, S.
Cable Address: “INSTRIMP”

MODEL 56-1 RECORD PLAYER

BEREODZRD
CHINA NATIONAL INSTRlﬁlM.ENTS IMPORT CORPORATION
(IMPORTERS & EXPORTERS) o
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MODEL 56-1 RECORD PLAYER

When and where record entertainment is required,
this smartly built Record Player is ideal to meet the
demand. Its super sensitive magnetic pickup (2500 * 5%
ohms) reproduces the full tone-quality of 10" or 127
records. The pickup arm, with a counter weight located
at the base end, reduces the pressure of the needle, thus
minimizing wear and tear of the record. An idler, rotating
perpendicularly to the turntable and providing adjustable
speed within a range of 70-90 R.P.M., is motivated by a
single phase motor, which operates on either 110 V. or
220 V., 50 cycles.

Dimension : 35 x 22 x 16 cm.
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MODEL *“54”

AUTOMATIC RECORD CHANGER

This record changer is a combination of superior mechanism
and fine craftsmanship, guaranteed to give years of excellent
service. It changes twelve 10” or ten 12” records at one loading.
Sturdy built 4-pole motor, operating on either 110 V. or 220V.,
50 cycles, assures long operating life. Rim drive provides smooth
constant speed. Simple to operate with combination on-off and
rejection switch. Light weight magnetic pickup protects records

from overpressure.

Complete with handsome varnished wooden cabinet, 5 ft. of
power source cord as well as § ft. of single conductor shielded

wire for plugging into radio or amplifier.

Dimension: 48 x 40 x 28 cm.

Net Weight: 10 kgs.
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CHINA NATIONAL INSTRUMENTS IMPORT CORPORATION

HEAD OFFICE:
Er-Li-Kou, Hsi Chiao, Peking, China.
Cable Address: “INSTRIMPORT”
BRANCH OFFICES:

SHANGHAI: 27 Chungshan Road (E.1).
Cable Address: “INSTRIMP”

TIENTSIN: 171 Kien Shieh Road.
Cable Address: “INSTRIMP”

CANTON: 25 Tai Ping Road, S.
Cable Address: “INSTRIMP”
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TERRESTRIAL GLOBE

Radius vernier type, with wooden stand reinforced
by metallic supports. The surface of the globe was
printed in technical colors, important cities and commu-
nication lines of the world are prominently demonstrated.
Best suitable for schools, offices and families.

With various sizes of 25 cm., 30 cm. and 35 cm.
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Exported by:
CHINA NATIONAL INSTRUMENTS IMPORT CORPORATION

HEAD OFFICE:

Er-Li-Kou, Hsi Chiao, Peking, China.
Cable Address: “INSTRIMPORT"’
BRANCH OFFICES:

SHANGHAT: 27 Chungshan Road (E. 1).

Cablo Address: “INSTRIMP**
TIENTSIN: 171 Kion Shich Road.

Cablo Address: “INSTRIMP"
CANTON: 25 Tai Ping Road. S.

Cable Address: “INSTRIMP'*
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ZIN-E-TONE
Adjustable Hearing Aid
Operation and Maintainance Instructions

L eatan.ad

Often times a pair of Hearing Aid Apparatus will have a
defect of unequal volume of sound to each ear receiver due to
the fact that the gap between the magnet and diaphragm is not
evenly affixed in proper position. Our ZIN-E-TONE will prevent
such defect as having the following features resulting from
latest improvements.

1. ADJUSTABLE SOUND VOLUME In doing this it is
simply .to take down from the headband the ear receiver that
requires adjustment and loose the adjusting ring or coil (figure
B). Then hold that back of the ear receiver with the right
hand (figure C) close to your ear and turn the cover of the
ear receiver very slowly with the left hand (figure A) in such
a way until a pure-tone is reached and keep it in position by
tightening the adjustment. In the course of turning caution
must be taken, for a quick turn will often damage the diaphragm
nor should the turn be too tight, as it will bend the diaphragm
being pressed heavily on the magnet, and in no event should
the adjustment be loosened again after it has been fixed to avoid
any reduction in sound volume. In case the other ear receiver
needs adjustment too, the procedure can be repeated as above
stated

2. THE GREATER THE STRENGTH OF THE MAGNET
THE LOUDER WILL BE THE TONE The magnet Is made
of Aluminum and nickel alloy steel which will give a great
magnetic strength, maximum volume of sound, and a long life.
The loss of magnetic flux is very little under heavy shock.

3. FREE ADJUSTMENT The best feature of our ZIN-E-
TONE is the free adjustment of the gap between magnet and
diaphragm in giving the volume of sound to its highest point
and ensuring a better sensitivity of receptions from any radio
receiver even the smallest crystal detector set.

Declassified in Part - Sanitized Copy Approved for Release 2013/02/01

MAINTAINANCE

1. Careful examination. and proper adjustment have been
ascertained to every piece of our ZIN-E-TONE before leaving
factory. It is not advisable to turn the caover of the ear receiver
before using, otherwise readjustment would be necessary and
improper adjusting might damage the delicate part of the ear
receiver sometimes, such as the breakdown of the diaphragm.

2. The handsome outside case of our ZIN-E-TONE is made
of moulding bakelite, therefore care must be taken in handling
without letting it fall to the ground nor hit it to a hard substance
less the bakelite case should be broken and the intensity of
sound be gradually diminished.

3. Do not hang the ZIN-E-TONE on wall nor keep it in
damp places, otherwise the interior part of the ear receiver
will be rusted causing a lower tone, or mould will appear on
the moistened coil resulting the break of wire or rather a com-
plete collapse of the apparatus.

4. In using the apparatus, do not twist the cord or else the

copper conductor will be broken easily or to cause a “CRACK”

.sound unpleasant to hearing.

5. In using the apparatus, never take off the cover of the
ear receiver nor remove out the diaphragm of its position, because
the diaphragm plays always an important part of the whole
apparatus in respect of sound intensity, which will be weakened -
if the diaphragm is not in its flatness. The apparatus should
be also put down as gently as possible after using.
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CHINA NATIONAL INSTRUMENTS IMPORT CORPORATION

HEAD OFFICE:

Er-Li-Kou, Hsi Chiao, Peking, China.
Cable Address: “INSTRIMPORT"
BRANCH OFFICES:

SHANGHAI: 27 Chungshan Road (E.1).

Cable Address: “INSTRIMP”
TIENTSIN: 171 Kien Shieh Road.

Cable Address: INSTRIMP”
CANTON: 25 Tai Ping Road, S.

Cable Address: “INSTRIMP"

R S eclassified i —— v
eclassified in Part - Sanitized Copy Approved for Release 2013/02/01 : CIA-RDP81-01043R001300200002-9




Declassified in Part - Sanitized Copy Approved for Release 2013/02/01 : CIA-RDP81-01043R001300200002-9

TLO-1630,60 ALARM RECEIVING BOARD,
: RADIATION TYPE

Application:

The alarm receiving board is to be used in the radiating
type alarm receiving system for the purpose of receiving fire
alarm and burglar alarm ‘signals. TLO-16 type is used at small-
sized stations, TLO-30 type, at medium-sized stations and TLO-60
type, at large-sized stations. )

Description:

The TLO alarm receiving board, is a new product of China,
made up to the recognized international standard. Within the
capacity of the receiving board, any number of alarming signals
may be received. Not more than three alarm-sending apparatus
may be connected in each circuit.

When alarms are being received, visible and audible signals
appear on the board to indicate the number of the particular
alarming circuit. Besides, alarm sirens or bells may be installed
at any necessary location.

Officially secret-coded signals delivered from the alarm
sending apparatus may be received at the board, Answering
signals may be sent back to the originating apparatus and
telephone communication established.

D.C.. milliammeter and voltmeter are. mounted on the
receiving board to check the line current and battery voltage.

If any trouble happens on the line, e.g. disconnection, short-
circyiting and grounding, an alarming signal will appear-to show
the nature of the trouble and the number of the line in question.

v

Technical Data;

Capacity of the alarm receiving boards:

16 circuits of alarm sending apparatus may be installed with
TLO-16 type board. ) '

30 circuits .of alarm -sending apparatus may be installed with
TLO-30 type board. )

60 circuits of alarm sending apparatus may be installed with
TLO-60 type board.

Power Supply:

Two sets of storage battery are necessary for the receiving
board, one for the line and the other for the local circuit of
the board. The battery voltage for TI.O-16 or TLO-30 type
board is 247, and that for TLO-60 type board is 48 volts.

Allowable Line Resistance:

The line resistance (including protecting equipment) of each
circuit for TLO-16 and TLO-30 type boards is 300 ohms
maximum, and that for TLO-60 type board is 1000 ohms
maximum,

. . .
Dimensions:

TLO-60
Width 932 mm
Depth 550 ,,
Height ) 1380 ,

166 kgs.
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RUBBER MIXING MILL
This machine is sturdily. built and i§ designed for roliing or compounding crude,
- compounded orr reclaimed rubber. It has tw§ parallél steam heated hollov.vgroHers,revojv-‘
ing at varied. speed{sv and are’ equipped with temperature regulating devices in their
interi‘ors. ‘The driving s}'stem céﬁwprises of élec,tric' motbf,'speed reducing gearing, gears,
and /:Iuytc‘h. Rollers are madé of chilled iron so as to ensure against radial pressure and

wear. The space between rollers is adjustable by means of set screw.

Treating capacity ... ... . . e e e 30 to 40 kgs. per hour
Size of Rollers: Diameter... ... ... .. .. 355mm. (14")
Length ... ... .. o oo 9IS mm. (36")
Speed: Main roller ... ... ... . e 16 rpm.
bAuiniary roller ... .. . .12 rpm.
Driving shaft ... ... .. .. .. oo 75 rpm.r
V,Ra’\tio._ofspeed reduction gearing ... ... .. 960: 75
Motor: Type = ... «o oo ol Semi-ehcl,osed type
Power ... .. .. .. .. 40 HP
Speed oo e e e e e ... 960 rpm.
Overall. dimension (LxWxH) ... oo oo o 2680><|640><|060.r’nm.‘

Net Weight UV URVE RN ... 4500 kgs.'approx.‘
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| CHINA NATIONAL TRANSPORT MACHINERY IMPORT CORPORATION
R IMPORTERS 8& EXPORTERS - | > '
| .ER-_I.I'-‘KCU..‘HSI-CH}A?,Y PEKING, CHINA CABLE ADD: TRA“SMACH FEKING
EESEY R RS
'FU_LL CIRCLE TYRE RETREADING
~ MACHINE, Model TR

" This equipménjc retreads all commercial tyre sizes. OIld tyres are retreaded by vul-
“canizing new rubber on to the tread sole which has been previously roughened.

‘Mould : The top half mould is stationary and supported by the frame. The lower
half mould, being hinged to the top half, can be closed by an air cylinder which is operated by
air of 12 atm. (180 Ibs. per sq: in.) to be furnished by a separate air compressor. Both
mould halves are jacketed and heated by means of steam of about 4.4 atm. (65 Ibs. per sq. in.)

Matrix : The equipment is furnished with one piece of interchangeable aluminum
tyre matrix which is available in different tread designs according to customer’s requirement.

The moulds are made in five types each of which is suitable for certain range of sizes !
of matrices according to following table. Each machine is furnished with one matrix, the
size of which is to be stated on order. With each matrix a spacer ring is delivered. " The
spacer ring enables adjustment of possible difference of tyre sizes. '

Vulcanizing Process :  When vulcanizing, the mould halves should be securely closed
by means of the tightened bolts. The lateral heating of the mould and the high pressure ap-
plied to the tyre permit perfect tyre retreading or relining whether from bead to bead or
from shoulder to shoulder. Air bags are to be placed inside the tyres when vulcanizing.
These air bags have to be adopted to the various tyre sizes and are not supplied with the eq-
uipment. Aluminum moulds used for making air bags can be supplied at extra cost.

- Normally it takes about |} to 2 hours to retread each tyre. Boiler and air compressor
plant can 'be quoted upon request. ' :

Mould | Tyre Size | Weight (kg)

No.. | Handled Net  Gross ShiPping Space _' » Remarks

o ‘ R --Same retreadiﬂng .ﬁrocéss can
L » : & ey g : _| be applied to size 600 16 by
' ,TR. I ,6_5‘:0><I6 ,“749 882 . 8675>< '99.0><,I24.5 cm changing matrix to suit the _
‘ ' ‘| size. . -

- : _ o . - Same applied to sizes 650 X 20,
TR 27| . 750x20 933 1165 [89.0% 124.5% 147.0 cm| 70020 by changing matrices
’ » o to suit the sizes. = -

S I ‘ : . ' Same applied to sizes 825x20,
TR 3 | 1000x20 | 1716 1906 [91.0x 41.0x166.0 cm| 90020 by changing matrices
: ' : , ' to suit the sizes.

Same applied to sizes 1050 %20
TR 4 | 120020 | 2400 2645 [91.4x143.0x176.0 cm| 110020 by changing matrices
I R : to suit the sizes. :

"TRSV 120022 | 2453 2821 (91.4x147.0x180.0 cm

v Each machine is supplied with wrench, | steam pressure gauge, | thermometer. Extra
matrix spacers available at additional cost. '
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'EHIHA NATIONALT TRANSPORT MACHINERY IMPORT CﬂRPﬂRATIOH

IMPORTERS & EXPORTERS |
ER- L| KOU. HSI-CHAO, PEKING, CHINA - CABLE ADD: TRANSMACH PEKING

B s R
STUD MAKING MACHINES

Name of |Spindle speed Stroke |H.P. re- RPM - O\rerall Weight | Output
machine .rpm | mm | quired| " ~dimension mm Kg. per min,

A) | 150 29%39 | 2% | 960 | 122010702160 | 1725 | 750 pes.

(A) 2 140 39%39 | 1 960 530 3|0><"7"70" 30 | 2sb'pcs.

B) I 150 29 21 ' 960 | 12201070 X2-|60 1700 750 pcs. .
(B) 2 150 | 10x30 | 2 | 960 | 9%0x 501710 | 1400 | 750 pes. |
(®) 3 | © | 390% 20x 410 17 | 18 pes.

© | 150 1 | 960 | 950x 690x 970 | 310 | 600 pes.

® | 500 B 250

All power driven machines are coupled to the motor by Vee belt.

The name of machine is listed and ekplained as follow”:

'NAME OF MACHINE

(A) For Head part of Stud
I.  Punch Press for cuttlng copper or zinc alloy strips into pleces and at the same'
- time bead and sewing holes are formed and edge is turneo downward
2. Press for folding the edge of the stud. ‘

(B) For Spring part of Stud
1. Press for making bead ‘and sewmg holes on strips.
2. Punch Press for cutting strips into pleces and at the same time edge is turned '
upward. ‘ ,
3. Hand driven Press for folding the edge of the Stud and at the same time wire -

spring -is inserted.
(C) Wire Sprmg Making Machme

(D) Vertical Air Compressor for the supply of compressed air to each. machlne to :

blast scraps. from the dies.
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" INSTRUCTION MANUAL

Portable Kelvin Bridge is a convenient instrument for low-resistance
measurement in the range of 0.0001—10 ohms, or for measuring the conductivity

QCAD

of wires. .
* The circuit diagram of the bridge is as follows:

FIG 1
CONSTRUCTION

A knob at right of the panel is used to vary the position of the galva-
nometer circuit in the double slide wire, and- therefore the reading of the
! dial. The galvanometer is installed at the left of ‘the panel, with a ratio block

in the lower part of the meter. R
(1) The galvanometer ) R

A zero adjusting cap (7in fig. 2) is mounted on the upper part of the galva-

nometer. Care should be taken not to turn violently to avoid damage

of the adjuster. . A button (9 in fig. 2) is provided to lock the pointer of -
the galvanomenter. To lock the pointer, -push the button forward,  to
unlock, push backward.

(2) Ratio Block )
Two plugs are used to change the ratio of ‘the bridge (10 and 11 in fig. 2).
Plugs should be pressed firmly to ensure minimum contact resistance.

(3) Slide Wires .
The reading dial comprises two slide wires. Turning the knob of the dial
will vary the position of the galvanometer in'the slide wires. 2

] —

{
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(4) Keys .
Key “G” (6 in fig. 2) may be locked by pressing down and turn clockwise,
Key “B” (5 in fig. 2) cannot be locked.

L
T‘j
L

FlG 2

(5) Weight of the instrument approx 3.4 kg.
Dimension shown as follows:

[
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OPERATION

(1) Resistance lower than one ohm must have four terminals, connect as
shown in fig. 2. Posts No. 1 and No. 4 are current terminals, and posts
No. 2 and No. 3 are potential terminals. For resistance higher than one
ohm, posts No. 1 No. 2, and No. 3 No. 4 may be tied up with a Qhort bus
wire respectively, and resistance to be measured is connected to posts No. 2
and No. 3. )

(2) Connect battery to posts “B%;” and “B—". Use three 1.5v dry cell (connect
in parallel), or one 2V 60Ah storage battery. When measuring low resist-
ance, better use 4v storage battery. Key “B” (5) should not be pressed
too long to avoid excessive power consumption.

(3) Press down key 6 to close the galvanometer circuit. Té lock the key,
press down and turn clockwise.

(4) Release the galvanometer lock 9, and turn the zero adjuster 7 until the
pointer indicates in the zero position. Set the inlugs in the corresponding

holes as follows:

Measuring Range Fosition of Pos(i)tion
Plug 10 Plug 11
1—100 \ 1—100 ‘ 100
 01-in \ 1-100 10
 ool—01a 1—100 1
Coomn | o
0.0001—0.0010 | 0.01 \ 0.01

(5) Press down key 5, and balance the bridge by turning the dial 8. The dial
reading multiplied by the value indicated at plug 11 will be the result of
the unknown resistance. ) '

— 8 =
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EXAMPLE
The dial reading 0.025
The plug in the 0.1 position
.» Rg 0.025 X 0.1=0.0025 ohm

(6) The null indicator of the bridgevis a sensitive suspension type galvanome-

ter avoid excessive vibration. Push forward the button 9 tovlock the
pointer when not in use.
(7) To measure the conductivity of copper wire, use following formula:
Conductivity =R/ Rx X 100%
Rx = Resistance of coppeér wire to be measured at #°c

R¢ == Resistance ‘of standard copper wire of same diameter at 1°c

1
i
|
i
i
|
{
i
1

Rt may be calculated as follows:
Rt = Ry [1+0.003 (t=20)]
where Ry is the resistance of standard copper wire of same diameter at 20°C.
(8) The instrument should be kept in dry place, and should avoid any harmful

atmosphere.

|
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CHINA NATIONAL INSTRUMENTS IMPORT CORPORATION
HEAD OFFICE:
Er-Li-Kou, Hsi Chiao, Peking, China.
Cable Address: “INSTRIMPORT”
BRANCH OFFICES:
SHANGHALI: 27 Chungshan Road (E.1).
Cable Address: “INSTRIMP”
TIENTSIN: 171 Kien Shieh Road.
Cable Address: “INSTRIMP”
CANTON: 25 Tai Ping Road, S.
Cable Address: “INSTRIMP”
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* CHINA NATIGNAL TRANSPORT MACHINERY IPORT CORPORATION

IMPORTERS & EXPORTERS
ER-LI-KOU, HSI-CHAO, PEKING, CHINA CABLE ADD: TRANSMACH PEKING -
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ENGRAVING INSTRUMENT .

Working “Instructions :-

I. Signature specimen wee el ... Place specimen ‘of signature underneath
glass plate (1) and tighten screw.

2. Clamp button ... ... ... .. ... Pressbutton (2).
3. Clamp ... ... ... ... .. .. lInsert pen and have it held firm by clamp
' @)

4. Impression control button ... ... Press (4) with left hand finger and hold

(5) with right hand. Release. left hand

“ finger when encountering broken strokes.

When engraving on pen of soft ‘material,

moving screw  button upward; " when

engraving on pen of hard material, screw

. i button downward. The impression is thus
g ' regulated.

5. Tracer ... .. . e .. ... Trace along the signature in concord with
f : the impression control button. -

6. Bulb ... ... .: .o oo ... This'is intended to -improve illumination.
i : +  whenever necessary. ’

7. Wingscrew ... .. . .. ... Loosen this screw to detuh'the:eggshape

_engraver.
8. Chuck ... ... .. ... .. ... Screw off chuck to replace needle.
. When' big screw becomes loose after re-
9. Bigscrew ... ... .. . ! . )
peated use, loosen it first: tighten horizontal
10. - Horizontal screw ... ..

screw (10) and then tighten big screw.

Declassified in Part - Sanitized pr Approved for Release 2013/02/01 : CIA-RDP81-01043R001300200002-9
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CHINA NATIONAL IMPORT & EXPORT CORPORATION
PEKING CHINA

IMPORTERS & EXPORTERS
- CHEMICALS, PHARMACEUTICALS, MEDICAL INSTRUMENTS & SUPPLIES.
~ FERTILIZERS, DYESTUFFS, PAINTS, PIGMENTS,
RUBBER & RUBBER PRODUCTS, PETROLEUM & PETROLEUM PRODUCTS.
| COAL TAR PRODUCTS
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SODIUM SULPHIDE
) Specificati NayS — content 63.5% Minimum, Solid Fused or Flakes.

Description: Yellow or Brick-Red lumps or flakes. Soluble in water, slightly soluble
in alcohol, insoluble in'ether. Easily oxidizes when exposed to air.

Uses: Manufacture of organic chemicals; sulphur dyes; intermediates; rayon
(denitrating) ; leather (depilatory) dyeing; paper pulp; solvent for gold 4 o
in hydrometallurgy of gold ores; sulphiding ' oxidized lead and copper
ores preparatory to flotation; flotation processes for lead and copper

;R ey PP Tuges engng ind CHINA NATIONAL IMPORT & EXPORT CORPORATION
PEKING  CHINA

Packing: For flakes, in iron drums of 50 kilos nett.
. For solid fused, in iron drums of 160 kilos nett.

B B

NagS 4% @ fAK63.5% (A Em I Kk)
Yo, AL O A KK 0 IR ARATER iRtk e ERERY AR
HAL o

WAL o AL 0 PRAE 0 Ak R BLAIR] 0 WERBER 0 BB
aE 0 AR RA 0 AT ARNE R AR o 0 0 BRI 0 MR AR 0 Rk
WH BB 0 S AR R o

Bkt BARE 0 BARFEEART o

BB sk 2 SRR 0 BARSE —E AR o

R

SODIUM SULPHATE, ANHYDROUS

Specification: NaySO4 content — 98% Minimum.

Description:  Anhydrous white powder, soluble in water and glycerine.

Uses: Manufacture of sodium salts, sodium carbonate, washing sodas, paper
pulp, ultramarine, mineral and lake colours, printing inks, soaps, turkey
red oil; as drying agent; in dyeing and printing textiles; mordant in dyeing
cotton; bleaching fabrics; tanning leather; diluting dyes; in medicine.

Packing: In gunny bags of 50 or 100 kilos nett.

S8 7K T 9 Ay
e Na SO, 4% & #1K98% ’
Bk EAK  RERAKA W o
Gt WA o ks AR KA BFA
AR -0 - b P S IMPORTERS & EXPORTERS

R 0 P Blae B 0 fEd 0 2RI
% RRE BRBTETX-FRFe OF

i

For the above articles, please send all enquiries to our TIENTSIN OFFICE CHEMICALS, PHARMACEUTICALS, MEDICAL |NSTRUMENTS & SUPPLIES.
CHINA NATIONAL IMPORT & EXPORT CORPORATION '

P & . FERTILIZERS, DYESTUFFS, PAINTS, PIGMENTS,
Cable Address: “CNIEC PEKING” ’ RUBBER & RUBBER PRODUCTS, PETROLEUM & PETROLEUM PRODUCTS,

TIENTSIN BRANCH: SHANGHAI BRANCH:
171, Chien-Sheh Road, Tientsin. »7 13, Chung-Shan Road East 1, Shanghai. COAL TAR PRODUCTS
Cable Address: “NOCIMOR TIENTSIN” Cable Address: “CHIMEXCORP SHANGHAI”
TSINGTAO BRANCH: CANTON BRANCH:

82, Chung-Shan Road, Tsingtao. 25, Tai-Ping Rogd:South, Canton.

Cable Address: “CNIECTB TSINGTAO” Cable Address:- “GHIMPORTO-C.

ORGSO

Declassified in Part - Sanitized Copy Approved for Release 2013/02/01 : CIA-RDP81-01043R001300200002-9



Specification:
Description:
Uses:

Packing:

Specification:

Description:

Uses:

Packing:

H %

23 £

bl i

o
For the

I Declassified in Part - Sanitized Co

CHROMIC ACID
(CHROMIC ANHYDRIDE, CHROMIUM TRIOXIDE)

CrOg
Reddish brown crystal, soluble in water and ether.

content — 98% Minimum,

For manufacturing ch}omates, chrome dyestuffs, electric batteries, c‘oloyr-
ed glass, printing and lithographic inks; as mordant in dyeing and printing
textiles.

In steel drums of 200 kilos nett.
8% 23

CrOs 4% #efk, 98%

BRE 4k &  REIR AR AEE o

LI WAL RS 0 AR Tk o BWE o PRAZRRE 0 K
FYR

HANE o BARPE B

——.————-——

PHOSPHORIC ACID
(ORTHO-PHOSPHORIC ACID)

H PO, content —70% Minimum.

Colourless syrup liquid. Soluble in water.

For manufacturing phosphates, hydrogen peroxide, glycerophosphates,
pharmaceuticals, dyes, incandescent light filaments, pyrotechnics, ferti-
lizers; essences, soft drinks and mineral waters; pickling and rustproofing
agent; sugar defecant and eclarifier; mordant in dyeing and printing
textiles; brightener of silks.

In glass jar of 30 kilos nett covered with wooden case.

53 i3
4-H3PO4 #1702

ARG AR AR o
s BAELE o Wibskar 0 Wik o
ikl > afAk s b A

o B
PR  GEEP T Z-F T 0 Shae KRG o

above articles, please send all enquiries to our TIENTSIN OFFICE

TIENTSIN BRANCH:
171, Chien-Sheh Road, Tientsin.

Cable Address:

TSINGTAO BRANCH:
82, Chung-Shan Road, Tsingtao.
“CNIECTB TSINGTAO”

Cable Address:

CHINA NATIONAL IMPORT & EXPORT CORPORATION

PEKING, CHINA.
Cable Address: “CNIEC PEKING”

SHANGHAI BRANCH:

13, Chung-Shan Road East 1, Shanghai.
Cable Address:
CANTON BRANCH:

25, Tai-Ping Road South, Canton.

Cable Address: “CHIMPORTO CANTON”

(RN

“NOCIMOR TIENTSIN”

ed for Release 2013/02/01 : Cl.

“CHIMEXCORP SHANGHAI"

043R001300200002-

CHINA NATIONAL IMPORT & EXPORT CORPORATION
PEKING  CHINA

IMPORTERS & EXPORTERS
OF
CHEMICALS, PHARMACEUTICALS, MEDICAL INSTRUMENTS & SUPPLIES.
FERTILIZERS, DYESTUFFS, PAINTS, PIGMENTS,
RUBBER & RUBBER PRODUCTS, PETROLEUM & PETROLEUM PRODUCTS,
COAL TAR PRODUCTS

Declassified in Part - Sanitized Copy Approved for Release 2013/02/01 : CIA-RDP81-01043R001300200002-9
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CARBOLIC ACID (PHENOL)

Specification: CgHsOH content — 98% Minimum,

‘ .Freezing Point: 39°—41°C

Desc'ription:  White crystalline masses abborblng moisture from the air; dlstlnctlve

: ,odour, strong corrosive, poisonous. Soluble in alcohol, Water ether, .
- chloroform, glycerine, carbon bisulphide, petroleum.

Uses: . Disinfectant for sanitary, medical and surglcal purposes; manufacture of
_picric acid, salicylic acid, phenacetin and various intermediates for the
production of dyes; paint and varnish. removers; synthetic resins and
-plastics; phenates; brewing (cleansing agent); synthesis of artificial
tannins; synthetlc perfumes; pharmaceuticals.

Packing: In galvamzed iron drums of 210 kilos nett.

X;[;Q@&(%\

CH;0H 4% s RAR98% » K 1 39°—41°C
@@Q&m’*ﬁwwm'W%%&u'& Bt EAER *ﬂu$”ﬁ
B ATRAL s k¥ ﬁ%ﬁ'mwﬁﬁﬁ ﬁ“’ﬁﬁﬁmlfiﬁm%°am
%m'm B Aty » il AL A L b o :
93 TH A 0 B Lokl 0 kiba o EAMBTRLARE P M whkE
Fl o AN A RIB L 0 sEik o M A¥E AR B B2 o

ﬁ@&m% BMFE_BHAT o :

CERAE AGABAREEL o

o ——

CRESYLIC ACID

Specification: CHyC¢H,OH
. Specific Gravity: 1.03- 1 06 (20°C)
Distillation Test: 0°—190°C 5% Maximum,
: ‘ 190°-—205°C 85% Minimum.

Description: Straw to brown-red coloured liquid, phenolic odour.

Soluble in water, ammonia, glycerine, caustic soda, petroleum, alcohol.
Uses: Manufacture of cresols, disinfectants, sheep dips, flotation, synthetic resins;

S lubrlcatmg oils; in medicine. '

Packing: -In iron drums of 200 kilos nett.

£ 4w
cmﬁmpﬂ, » -

. #: 1.03—1. 06 (20°C)
ABEH + 0°—190°C & &5%
R : -190°—205°C #AK85%
e 4%1@%@4& P AER e
S FE/EFIK [‘T;i)iﬂi b 0 BARE 756}3 KL R
& WATPRS - HHEH o AFABRFAERZZR Aﬁ‘/’u*béu‘ ’ ’«Fl lﬂﬂb .
%:- &m% &ﬁ@?aﬁﬂﬁo'

For the above artlcles, please send all enqumes to our TIENTSIN OFFICE

: CHINA NATIONAL IMPORT & EXPORT CORPORATION
. PEKING, CHINA. ,
Cable Address: “CNIEC PEKING”

~TIENTSIN BRANCH: ‘ : - SHANGHAI BRANCH:
171, Chien-Sheh Road, Tientsin. = ° »7 18, Chung-Shan Road East 1, Shanghal
Cable Address: “NOCIMOR TIENTSIN” Cable Address: “CI—IIMEXCORP SHANGHAI”
TSINGTAO BRANCH: - CANTON BRANCH: .
.~ 82, Chung-Shan. Road, Tsingtao. 25, Tai-Ping Road South, Canton. _
) Cable Address: “CNIECTB TSINGTAO” Cable Address: “CHIMPORT(‘O CANTON” '

Deciassified in Part - Sanitized Copy Approved for Release 2013/02/01 : CIA-RDP81-01043R001300200002-9
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"IRON HINGES
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Specification

B 1
Unit

€ # Packing

HHEITH
Doz.Pairs
per Case

T 8 (BFRD
GrossWeight
Kilosd

%O OB O B O

T s

1 " LR N SN A e e W 128
1) It T-Maﬂ—%@éfé

-84
. FU %1

'IRON TOWER BOLTS |

- 377,506, 810012
Specification: Black Japanned Plate
and Polished Bolts

3-67100

@

Packing: v AUCarto_nm DozPerWooden Case.

Declassified in Part - San

"
7
0"
D i
=
3%
4
5"

#7Pair DOZ.

200

100
50
40
30.
20
10

d Copy Aggroved for Release 2013/02/01 : CIA-RDP81-01043R001300200002-9

45
4)
39
492
46
51
)
36
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C  hEM&EOZA
BAS: TRIRONAER(P) 32% . EEEE "SUNDRY " IR
703 PBXBABOE 114 B, EEHE SUNDRY" . Xi2

CHINA NATIONAL SUNDRIES EXPORT CIRPORATION

" HEAD OFFICE: 32/ CH\UT.IA(] HUTUNG EAST CITY. PEKING, CHINA.CABLE ADDRESS:" SUNDRY * PEKING
BAANCH OFFICE <114 TAK ROAD C. TIENTSIN,CHINA. CABLE ADDRESS:" SUNORY " TIENTSIN

 SUNDRIES EXPORT
- CORPORATION

2|
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Dol . BE PACKING
RS m%%  smss D
| INCHES BWG. ek
o ; 2 (KILOS) . "
i . %"X |9 o i

’ﬁ j,%f’ﬁ X |3 i

R85 2 AN R

Shass WeIGHT Tk OTHER SI12ZES UPON APPLICATION
ST WEGnT  COH
}
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273 DB IIRRWNVENARE (P) 3258 BEPNE "SUNDRY " IR
PRE OBRXERBGDOR 114 B, BEHAE SUNDRY" Xig

CHINA NATIONAL SUNDRIES EXPORT CORPORATION

HEAD OFFITE :32/x CHIUTIAD HUTUNG EAST CITY. PEKING, CHINA. CABLE ADDRESS ™" SUNDRY * PEKING
BRANCH DFFICE: 14 TAKU ROAD €. TIENTSIN, CHINA. CABLE ADDRESS: SUNDRY ” TIENTSIN

oved for Release 2013/02/01 : Cl 01043R00130020000!
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. ‘ | B N R E R
- SPECIFICATIONS  ge" “msux wn=w

BWG NO.

B 1 DIAMETER

ML |BE TOLERANCE

0.08

0.06

0.06

0.05

GALVANIZED IRON WIRE

0.05 _
WINS VERY HIGH REPUTATION WHERE-

0.0u EVER IT GOES
FINE QUALITY AT REASONABLE PRICE

0.03 BRIGHT & EVEN ZINC-COATING
STRONG TORSTON'FORCE

0.0z STANDARD -TENSILE STRENGTH

STURDY RUST-RESISTING POWER
+0.0Z - '

YOUR ENQUIRIES AND ORDERS
ARE CORD!ALLY INVITED ANY .
TRANSACTION WILL PROVE 8
AN ENTIRE SATISFACTION

TO YOU

Declassified in Part - Sanitized Copy Approved for Release 2013/02/01 : CIA-RDP81-01043R001300200002-9



SHOmG HIGES

DOUBLE ACT/ION
FOR RIGHT OR LEFT HAND DOCRS

MADE IN CHINA
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A

H E Ro BRAND

SPRING HINGES DOUBLE ACTION

The “Spring Hinges, Double Action,” used for right and
left hand doors, are made of fine quality and highly practi-
cable for general use. They will give satisfaction to you
after application of them.

Each pair provided with screws.

PACKING

" Weight per case
| veasurememi iEAUETI L (wnit:Ke)
per case | Gross Net

Contents | Measurement (unit:cm)
Specification

50 prs | 56 | 47
|

50 .15 68
L4000 | 2 LT
| 25 ; LT 67
‘ ‘

200
L1000
10+

i
MADE IN CHINA

B Declassified in Part - Sanitized Copy Approved for Release 2013/02/01 : CIA-RDPS’I-43R001300200002-9



Sash Pivots
Length 27 25, 3" 3u7 47
Width T AT KT N

Size of Screw No. 6 6 7 7 7

- No. of Screw Holes 4 4 4

Bright Wrought Iron Square Butts: 3" square 4" square
Size of Screw No. 9 12
No. of Screw Holes 6 8

Bright Wrought Iron Heavy Narrow Butts with Fast Pin
Length 14" 2" 2" 3" 3yt 4" 5" 6"
Width 32mm 40mm 42mm 50mm 55mm 73mm 83mm 103mm
No. of Screw Holes 4 4 6 6 6 8 8 8
Size of Screw No. 5 6 8 10 10

Bright Wrought Iron Narrow Butts with Loose Pin

Length 25" 3" 3k 4"
Width 42mm 50mm 55mm  73mm

No. of Screw Holes 6 6 6 8
Size of Screw No. 6 7 8 9

Declassified in Part - Sanitized Copy Approved for Release 2013/02/01 : CIARDP81-01043R001300200002-9



HEAVY NARROW BUTTS

WEIGHT OF CASE (KG.)
NET

| | i
s | CONTENTS MEASUREMENS OF CASE (cm.) |
PE i

30 62
25 76

2" 100  dozen
215" 75

3 § v § 30 5 82
3" 9 27

4" 5 27
SASH PIVOTS

pairs B 27

500 58 34
55 25

57 27

68 29

SQUARE BUTTS

dozen } 62

NARROW BUTTS

dozen 60 28
" 49 30

" 49 27

51 27

The length of the wood screw required depends upon the
thickness of the wood on which the above butts are to be

screwed. The butts are supplied without screws.

S I N —
Declassified in Part - Sanitized Copy Approved for Release 2013/02/01 : CIA-RDP81-O1043ROO130200002-9
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HA TEH LAMPS (Electric bulbs).

The “Wha Teh” Electric Bulbs undergo rigid inspection during the
process of manufacture. The filament is uniform in length and even in
tension with high illuminating power and low current consumption as
their special features. The average life of a “Wha Teh” bulb is 1,000

hours at the rated voltage.

STANDARD VOLTAGE: 110V or 220V

. PACKING
Vacuum| ~ Lumens Average| D
Watts | or Gas- Approx. Life (mm) Pes toa| CONtONS and Pos.| - Measurements of | volume of | eignt (kg)
. to a wooden case wooden case wooden case
filled Hours carton
20v | 110V L. | Diam. Cartons| Ps. L. w. H. (cu ft) | Gross | Net
15 V. 100 115 | 1,000 96 54 25 20 500 28” 28" 25" 11.35 44 23
25 V. 180 210 { 1,000 | 106 57 25 20 500 28" 28" 25" 11.35 44 23
40 V. 290 360 | 1,000 | 113 .60 25 20 500 28" 28" 25" 11.35 44 23
60 G. 540 | 595 1,000 | 121 64 25 20 500 | 29" | 29" | 27 13.15 49 26 . E‘?
T = Z
75 G. 712 787 1,000 | 128 70 25 8 200 32" 25" 17" 7.88 29 13 I A ool R
2 N“ »n
VA
1,000 75 31
1,000 91 100 21" 21" 8.43 28 11
1,000 | 275 127 12 50 35" 24"

BULBS OF 150 AND 300 WATTS ARE ALSO AVAILABLE.

CIA-RDP81-01043R001300200002-9
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25.5-26 mm. 30.5-31 mm.

Double Single Single
Contact Contact Contact

R B RS W O A =]

CHIRA-WATIONAL SUKDRIES EXPORT CORPORATION

A. For bulbs below 200 watts.
B. For bulbs of 200 & 300 watts.
C. For bulbs of 400 & 500 watts.
All sizes within the range of 15-300 watts can be fittied
with either bayonet or screw caps if required.




FLUORESCENT TUBE

Of the same kind of light, fluorescent tube provides a light
cozier and mellower than ordinary lamps it is no doubt that it
serves to-day as a favourite means of lighting.

~ The “Electrician’’ Fluorescent Tube is valued for its high
efficiency and agreeable luminous effect, it gives you a cozy and
eheerful atmosphere in low current consumption. So it is widely
in demand in all places where an elaborate illumination is

required.

TECHNICAL DATA OF “ELECTRICAN" TUBE

Con-
sumption

Optimum Average
Voltage Colour Life
Hours

Length |Diameter | Current| Voltage

(watt) {mm) (mm) | (amp)| (volt) (volt)

| Day-light,
White,
Green,

| Yellow.

20 610=24" 38 0.36 59  |110or 220

Day-light,
0.42 106 (110 or 220) ‘gy‘;‘e‘:'

i Yellow.

PACKING

Contents Measurements Volume Wei

e \ eight (kg)

SPet(};fr‘:a per case of case of case £ £
i

(pc) (in) (cu. ft) Gross Net

24" 29%20x11 370 11

53% 26x 11 1 6.75

MADE IN CHINA
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THE DOOR LOCKS OF "YUNG SUN"
BRAND NO. 208 POSSESS A SHINING
LUSTER, AS ALL THEIR - EXTERIOR
PARTS ARE BRONZE-PLATED. THE
KEYS (2 FOR EACH LOCK } ARE NICKEL
-PLATED. AND ARE IN 48 TYPES.

THE LOCK CASES ARE MADE OF
STEEL PLATES. BLACK FINISH, IN THE
SIZE OF 3% X 24" X15/32", AND
ARE EACH PROVIDED WITH 1 LATCH
BOLT. AND 1 DEAD BOLT. THEY ARE
SUITABLE FOR DOORS OF 14" TO
24" IN THICKNESS. .

EACH_  SET 1S PACKED IN A
CARDBOARD BOX ACCOMPANIED WITH
NECESSARY SCREWS, AND 120 BOXES
IN ONE WOODEN CASE MEASURING
77 X 53 X 46 CM. = 0.187 CUBIC METER,
IN NET WEIGHT OF 73 KG.,AND GROSS,
90 KG.

CHINA NATIONAL SUNDRIES EXPORT CORPORATION

HEAD OFFICE: 32 (A) CHIU TiAO HUTUNG. EAST CITY, PEKING, CHINA
CABLE ADDRESS: " SUNDRY " PEKING
SHANGHAL BRANCH: 27 CHUNG SHAN ROAD E1. SHANGHAL CHINA
CABLE ADDRESS: '“ SUNDRY " SHANGHAI!

1043R001300200002-9
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PACKING

Contents Measurement in cm. | Weight in kg.

Per Case L M H Grogs  Net

A4t kiR Cast Iron Pulls Chrome Plates

6"’ 50 Pairs 40 36 28 | 44
8" 50 ,, 50 36 31 56
10” 50 ,, 61 39 35 77

12" 50 », | 70 40 36 92.5

Specification

ik g+ Pulls with Plates black Japanned

6’ 100 Pairs 56 39 36 42 32.5

g” 50 , 58 28 39 35 27

107 [ 50 ,, 63 48 38 62 52

12" | 50 . 70 39 73 6l
£ & b -

Cast Iron Door Pulls (Chrome or black Japanned)
100 doz. | 48 26 9 | 21 17
50 62 20 ' 20 15
50 S, 75 25 k 31 24
50 5, 87 27 453 50 40

|
|
|
l

Door Pulls (Chrome or black Japanned)

50 doz | 57 37 26 | 49 40
50 5, 59 31 40 73 62
50 ,, | 65 37 39 | 83 76

CHINA NATIONAL SUNDRIES EXPORT CORPORATION

Head Office 32 A Chiu Tiao Hutung, East City, Peking, China
Cable Address: “SUNDRY" Peking

Shanghai Branch 27 Chung Shan Road E1, Shanghai, China
Cable Address: “SUNDRY"” Shanghai

MADE IN CHINA

v . . - - - g ——
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‘whippet

(for inside or outside doors of 13"
to 2" in thickness)

Cylinder & Keys:
Brass, 5 pin-tumbler with 3 Keys.
Case:
Iron, black finish, 5% "> 2/%" > 34"
fitted with | strike.
Front & Knobs:

Front, strongly constructed. |
Spindle Knob & i Thumb Knob
(both made of bakelite).

Bolts:
| Latch & | Dead Bolt.
Packed:

| to a cardboard box with

Screws & fitting instructions.

DOOR
LOCKS

No. 257
(for inside doors of 13" to 2" in
thickness)
Cylinder & Keys:
Brass, 5 pin-tumbler with 3 Keys.
Case:
Iron, black finish, 4% "% 334" < %"
fitted with | strike.

Front & Knob:

Front, strongly constructed.
Spindle Knob made of bakelite.

Bolt & Buttons:

| Latch Bolt. 2 Push Buttons
(when the upper button is push-
ed in, the spindle knob becomes
unturnable and the lock can
only be opened with the key
provided. But when the lower
button is pushed in, the upper
one is automatically set back to
its original position and the
spindle knob turns as usual.

Packed:

| to a cardboard box with
Screws & fitting instructions,
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[}
. Contents Measurements of case (cm.) Weight (kg.)
’ No. per case
(doz) length ‘ width l height gross net
R 257 5 63 48 47 92 78
276 5 64 50 55 101 85

CHINA NATIONAL SUNDRIES EXPORT CORPORATICN

HEAD OFFICE: 32 (A) CHIU TIAO HUTUNG. EAST CITY. PEKING, CHINA
CABLE ADDRESS: “SUNDRY" PEKING
SHANGHA[ BRANCH: 27 CHUNG SHAN ROAD E1, SHANGHAI, CHINA

CABLE ADDREs.S‘ “SUNDRY” SHANGHAI

Declassified in Part - Sanitized



TRANSOM CATCHES

Transom Catches in the

usual size of 2%”, designed

C Type (in one Black Japanned Plate) Ly : for use in turning sash, are
' made of iron plate, finished

Diame-| Width . . ) .

terof | of | No-of)Size of ‘ in black. They are equip-

Length) ‘pojt | Plate i{:rfw Sgew fod 4 with ch . lated
oles 0. ; . ed with chromium plate

| tmm) | (mm) = “ P P

: spring bolt and a loop for
7.14 | 3115 : fastening string. Each
catch is supplied with only

7.14 | 31.15 q one strike, i.e. either one

inward or one outward
31.15 ‘ strike to be decided at the

time of order. The size of
31.15

screws for the catch is No.
5.

7.14 7.14 714 7.14

25.4 28.58 28.58 28.58 .
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PACKING

Measurements of case . |
E: . C Weight (kg. !
Nape | specinen| orime | T (om) sht (e
Article on (doz) | length { width | height | gross | net
Tléi’fér 3" 100 42 48 33| 84 75
Bolts Y :
(O Type)l 4 100 52 | 48 | 35 |102 | 91 ;
5" 100 61 | 48 | 35 |126 | 113
6 100 | 71 | 49 | 35 | 145 | 131
‘Transom| 2y 50 | 68 1 30 | 44 | 72 | 62
Jron 3 100 | 55y 47 | 34 | 75 | 65
Bolts " -
(C&J 4 100 56 57 34 98 86
Types)
5" 100 61 | 483 | 34 | 124 |112
6" 100 76 | 56 | 34 1140 |125 :

N.B. The length of wood screws. used for the above three
relevant articles depends upon the thickness of the

wood on which the relative articles are to be screwed.
The above are all supplied without screws.

CHINA NATIONAL SUNDRIES EXPOKT CORPORATION

Head Office 32 A Chiu Tiao Hutung, East City, Peking China
Cable Address: “SUNDRY " Peking

Shanghai Branch 27 Chung Shan Road E1, Shanghai, China

Cable Address: “SUNDRY” Shanghai
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]  HERO grano

SPRING HINGES SINGLE ACTION

The “Spring Hinges, Single Action,” used for right and
left hand doors, are made of fine quality and highly practi-
cable for general use. They will give satisfaction to you
after application of them.

— Each pair provided with screws.

i PACKING
= . Weight per case
Contents Measurement (unit:cm) .
= Specification ( (unit: Kg)
per case L w H Gross Net
- 3" 100prs 56 31 30 586 48
4" 100 55 36 34 77 69
5" 50 51 24 41 58 51
6” 50 58 217 41 69 61
8” 20 56 34 33 86 77

for further informations write to:

CHINA NATIONAL SUNDRIES EXPORT CORPORATION

HEAD OFFICE: 32 (A) CHIU TIAO HUTUNG, EAST CITY, PEKING, CHINA
CABLE ADDRESS: ‘' SUNDRY ' PEKING
SHANGHAI BRANCH: 27 CHUNG SHAN ROAD E!, SHANGHAI, CHINA
CABLE ADDRESS: ‘' SUNDRY " SHANGHAI
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« Handle made of selec-
ted wooden material,
carved with seven trou-

ghs to prevent slipping.

« Blade forged from
fine medium carbon steel,

‘bolted to the handle and

is chrome plated.

{m

w o
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PACKING

Contents| Measurements (em.) Weigh(t per case

Specification kg.)

per case | Length| Width |Height | Gross | Net

27 100doz.| 56 37 44 58 48
215" 100 ,, 56 39 44 60 50
3" 100 ,, 59 44 47 73 62
47 80 ,, 77 53 36 86 76
5”7 50 ,, 59 53 37 75 65
6"’ 50 ,, 67 57 39 88 76
8"’ 40 ,, 77 42 51 88
68 48 45 76

70 54 48 90
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SPECIFICATION

~All Aurora Fire Ext‘inguishers are made of inild
steel plates; with seams welded.

All ‘models of extmgmshers had been tested 16 a
pressure. of ' 24.5 kilos ‘per. square centimetre (model -
2 19/0004 Tested 11 kg/cm?) and coated with tin (with
the excep’uon of the wheels type) to prevent from

: corrosxon "They are nractmally everlasting.

The  Aurofa Chemical Foam, being stxcky, wxll»
firmly ‘adhere to the burning articles.

. The specific gravity of the Aurora Chemi- .

‘cal Foam s lighter than' that of oil, so fire,
caused. by gasoline, petrolenm, etc. could be
_essily extinguished.

Z 19/0001—2 Z 19/0003

19/0005—6

Art. No. MODEL CAPACITY SUITABLE FOR

“Pressure Type” Carbon Tetra- % gallon (1 litre) Extinction of all electrical fires

Z 19/0004 chloride Fire Extinguisher nominal. -

Standard “37" Foam Type Fire 2% gallons (83 litres). . Factories Schools, offices
Z 19/0004 z 1] QOOI Extinguisher nominal Homes, etc. )
2 . ¢ @ S T T : . &
Z 19/0002 Standard ‘37" Soda acid Type Fire = 2% gallons (8.3 litres) ~ Factories Schools, offices

Extinguisher nominal . “Houses etc

" Standard 53" marine Type Foam = 2% ‘gallons (83 litres) ' Ships, Buses, Transportation

™

| 7 19/0003

Fire Extinguisher A nominal cars, etc..
2 jows, ey S Toam Type i3 gl 196 K09 i g, Hotl, i
Tz 19 /090& ;i:::r‘clz?:s:;zre” Soda acid“Type Fire iogfiliilo;s (16.6_litres) : -FactOriés quowhs; Hot.els,k etc.
'z 19}0607 A E;{V‘;:?:le;g;e ?oam Fire . . » nzzmi",;llﬁns (65 litres) Paint :-md Varr;ié‘h F}ac;:oriés: ‘ \
i 19/6?98 ;;‘Z}:::}l;l;}f:: " Soda acid Fire ‘ . ii;?:}:;‘ s (65 lltres) Ps;int anv(-l” Varnish Fa;:t;)ries
z 19/00b9 - ::?:sgggge” Foam Fire ! : i?) lf:iirlllaolns (124 l‘itres)H ‘Pairit and Va;‘nisthactories
7 19/9010 . ;;\’;{\]f}‘:::i;i‘gie" ?oda acid Fire - : ﬁéﬂfﬁs (124 litres) Paint ar;d Varr}isb E“actories

Z 19/0007—10

AT
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PACKING

Contents  Measure-  Wt, (kg) .
Art. No. ' per case ments (cm.) gross net ) :
L W H

Z 19/0004 24 Pcs. 59 42 55 82 72
Z 19/0001 (Witho:t chemical) 12 Pcs. 80 65 68 70 58
Chemical for above 24 Sets 43 42 58 48
Z 19/0002 (Without chemical) 12 Pes, 65 68 70 58
Chemical for above 24 Sets 38 51 31 24
Z 19/0003 (Without chemical) 12 Pes, 65 68 75 61
Chemical for above 24 Sets 43 42 58 48
Z 19/0005 (Without chemical) 6 Pecs. 59 84 115 90
Chemical for above 12 Sets 40 58 48
Z 19/0006 (Without chemical) 6 Pcs. 59 115 90

Chemical for above 12 Pcs. 30 31 24

*OE
CHINA NATIONA

Head Office: 32
Shanghai Branc

- 1300200002-9
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‘ C-24 C. B. & AUTOMATIC DESK TYPE TELEPHONE SETS

Application :

The above-mentioned telephone sets can be suitably
used for subscribers of both C.B. and automatic central
offices at a power supply of 24V, 48V, or 60V.

Description :

1. C-24 Desk type telephone sets are manufactured
in two different models, i.e. C.B. and automatic. Bakelite
apparatus blank is provided in the set for C.B. manual
services. 1f the apparatus blank is dismantled and a
dial is mounted instead, an automatic telephone set is
obtained. :

2. Standard casing and microtelephone handset are
moculded in bakelite power, exhibiting smooth and elegant
appearances. The capsule type transmitter and receiver
units are employed in the handset so that they can be
easily replaced by the maintenance staff.

Technical Data:

1. These telephone sets can be suitably used at room
temperature of 0°-30° C. and relative humidity up to
80%.

2. Through an attenuation of 3.5 Nepers, clear con-
versation can still be maintained between two telephone
sets under a noise level of 60 D.B.

Declassified in Part - Sanitized Copy Approved for Release 2013/02/01

.

3. Efficiency of Ringers: At frequencies of 162/3-25
cycles A.C., the starting current of ringers should not
exceed 3.5 MLA., while the working current should be
6-12 M.A.

4. Antiside Tone Effect: At a line impedance of
500-700 ohms, the antiside tone effect will be maximum.

5. The impulse speed of dials, which are to be fitted
on automatic telephone sets, is 10 = 1 time per second.
The ratio of interuption is 1.6 £03 : 1 or 2£03:1
(the ratio should be specified when ordering).

6. The D.C. resistance of transmitter is 80-120 ohms,
while that of receiver is 2 x 28 % 10 ohms,

7. The length of Cords:

Desk set - The length of the cord between the telephone
set proper and the external part of the micro-
telephone is 1280 m.m.

Desk set - The length of the cord between the telephone
set proper and the terminal block is 1500 m.m.

8. Volume:

Desk set 152 x 243 % 175 m.m.

- CIA-RDP81-01043R001300200002-9 8



Declassified in Part - Sanitized

y Approvedfor Release 2013/02/01 CIAfRDP81—01043R001300_2_00002—9

Cop:

CHINA NATIONAL INSTRUMENTS IMPORT CORPORATION

HEAD OFFICE:

Er-Li-Kou, Hsi Chiso, Peking, China.
Cable Address: “INSTRIMPORT”
BRANCH OFFICES:

SHANGHAI:; 27 Chungshan. Road (E.I).
Cable Address: “INSTRIMP’
TIENTSIN: 171 Kien Shieh Road.
Cable Address: “‘INSTRIMP”
25 Tai Ping Road, S.
Cable Address; “INSTRIMP"

CANTON;
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DKZ-20 INTERDEPARTMENT DISPATCHING
TELEPHONE SWITCHBOARD

Application:

The interdepartment dispatching telephone switchboard is
of G.B. type used for dispatching telephone calls within a shop
of a large factory or within a small factory.

Description:

This desk type switchboard is manufactured after DKZ-20
type interdepartment dispatching telephone switchboard being a
new product of China made up to the recognized international
standard. It provides two separate positions for a telephone
operator and a dispatcher, enabling them to handle the following

telephonic calls:

1. Either the operator or the dispatcher may communicate
with a direct subscriber, or communicate simultaneously with
two or three direct subscribers. Calls of such nature may be
carried out in two groups at the same time.

2. The dispatcher may communicate with subscribers of
C.B. or automatic central offices. In case of necessity, the
subscriber may be held on the line temporarily.

3. The dispatcher may communicate with the factory
dispatcher.

in Part - Sanitized Copy Approved for Release 2013/02/01 : CIA-RDP81-043R01300200002-9

4. Signalling lamps and alarm bells are provided on the
switchboard. In case a conference is organized through a DK3
type factory dispatching telephone switchboard, calling signals
of “appealing for conversation” may be originated from the
DKZ-20 type switchboard.

Technical Data:

1. This switchboard provides 20 direct subscriber lines, the
maximum allowable loop resistance of which is 400 ohms.

2. This switchboard provides one trunk circuit to automatic
or C.B. central offices and one trunk circuit to DK3 type
factory dispatching telephone switchboard (the latter may be
connected to the central office alternatively). The maximum
allowable loop resistance of the trunks is 800 ohms.

3. Ringing source is supplied from 110V or 220V mains
through a ringing transformer. The power source for subscriber
sets is supplied from 24V storage battery, with an allowable
limit of £ 2V. ,

4. Dimensions: 230 x 507 x 540 mm (including both the
microtelephone and the cradle).
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CHINA NATIONAL INSTRUMENTS IMPORT CORPORATION

HEAD OFFICE:
Er-Li-Kou, Hsi Chiao, Peking, China.
Cable Address: “INSTRIMPORT”
BRANCH OFFICES:

SHANGHAI: 27 Chungshan Road (E.1).
Cable Address: “INSTRIMP”

TIENTSIN: 171 Kien Shieh Road.
Cable Address: “INSTRIMP”

CANTON: 25 Tai Ping Road, S.
Cable Address: “INSTRIMP”
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